














Extended leg of lintel £

Bottom rail hangs
below box by

The combined window and shutter detail fitted into the opening structure using NB1 Lintel

22V pLaster OUTWARD OPENING WINDOW JAMB
B | LINED DETAIL WITH INNER LEAF RETURN

undercl DPC
to extend bayond shuller guide

window cill conlinues under
guide rail 1o end of sub—Ffrome

o NBTLINTEL

Removable
— inspection
panel

0X size fne of shulter
box rear

Window/

45mm on electric
shutter or 60mm

on spring loaded -
shutter

Compressable

- door
frame.

' The box must

project in beyond OUTWARD OPENING DOOR JAMB DETAIL
the window frame WITH INNER LEAF RETURN

filler or angle
closer between
shutter guide and

by at least 75mm

to provide a fixing

point underneath
for the crank

handle otherwise
Exit B would have
to be the crank

Roller shutter

handle fixing point.

Quide

Extended depth
cill to project |
over brick cill.

Cant brick cill
Insulated DPC

— Window/door frame.

Ll Inner Blockwork

41— Plaster finish FROM FRONT END
-t Cavity Insulation SN  OF SHUTTER BOX

guide rails are set in 7mm from each end of
the box. i.e 67mm packer required or
overhang of 7mm on 60mm packer

KEYPOINTS TO REMEMBER

« Do not obstruct the removable inspection panel

= When using plaster finish - only plaster over ends of box by 5mm

« Do not fix to the shutter box as this may interfer with internal movement of the shutter




is the most common and practical solution to individual control per shutter or group control operated from
newbuild shutter systems. With various switching methods within an area where all shutters can be seen by the operator
available, the simple touch of a button activates the motorised  whilst being operated.

shutter to open or close stopping automatically when fully Key Points

open or closed. All Warm Protection Products newbuild  All motors are pre wired with 0.75mm?pvc flexible cable
electric shutters are powered by Somfy tubular motors who which should be terminated at a junction box within

are market leaders in the motorisation of shutters and blinds. 1 metre of the shutter.

All products are backed by a comprehensive warranty. * Only approved switches, relays and controll systems

jf To comply with recent health and safety/ machinery should be used.

directives, roller shutters need to be assessed if motorised on e Individual motor models may vary but load currents are
a risk assessment basis. Due to this, we would suggest typically 0.45-1.25amps.

Y] 1a'A Integrated controls

for security shutters in new buildings

Individual Motor Control 138 Fugsd Spur:
o af 1

Hig; I ]

© liows individual operation of one shutter from one switch,

© Keyswilch or push buttan switch can be used.

© Main application: Individual control per shutter
Inis UNO

P

Key Switch  Inis DUO

Group control via Group command modules
Group

€' Group command control allows simultaneous operation of Command

numerous motors from one switch. 138 Fused Spir
- === Caontral link to the next relay if required

© Each group command module operates upto 4 motors but can
be linked to other group command modules for multiple
operation.

© Kay switch or Push button switches can be used.

O Main application: Group room operation.

Inis UNO

Moduline Control

€' Moduline is a centralised modular contral system that provides
group, subgroup and individual control options for multiple
shutters

© control modules are designed for din rail mounting and are
easily integrated into standard electrical distribution cabinets.

[ & Seperate control modules can be plugged together to create a
control system tailored to any application

Ca special feature allows connection of magnetic sensors to be
fitted to windows/doors which cancels the signal 1o the shutter
moators if me_ windows/doors are left open.

C Keyswilch or push button switches can be used.

C wain application: group, zoned and master contral.

Wireless control (For inward opening windows only)

C The Orea ATS motor has a built in remote control receiver so
no wiring is required betwesn the motor and switch.

OREA RTS"

© The switch can be sited near the shutter and transmits a radio

signal to the motor 1o open or close when pressed. 13A Fused | . -

Spur e

drive down WP safe lock system and switch thamselves off St —]
automatically when fully lowered. | g 4

g )
[
© Orea RTS motors can be linked together for multiple operation tiseed
without the use of group command modules. Operation rangs

is Gm through 2 concrete walls,

€' Orea RTS motors have an automatic detection system for the -, e—] ‘

€ Orea RTS motors ara not available with manual ovarride,

C Main application: Individual, group, zoned and master contral,




